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education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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( Reaffirmed 2002 ) 



Indian Standard 

SPECIFICATION FOR 

MALE STUD TEE BODY (STUD BRANCH) FOR 

OIL-HYDRAULIC COUPLINGS 

PART I MADE FROM FORGINGS 



1. Scope — Specifies the dimensions, material and other requirements for male stud tee bodies 
(stud branch ) with parallel pipe threads for use in oil-hydraulic systems. 

2. Dimensions — Shall be as given in Table 1. 



TABLE 1 DIMENSIONS FOR MALE STUD TEE BODY (STUD BRANCH) 
(FOR SIZES ABOVE 18 mm) 

Ail dimensions in millimetres. 
N10/ JN1(V 



:^¥) 



N10 




Series 



Light 
L 



Heavy 
H 



Outside 

Dia of 

Tube 



22 



28 



35 



42 



20 



25 



30 



38 



D* 



M30 X 2 



M36 X 2 



M45 x 2 



M52 X 2 



M30 x 2 



M36 x 2 



M42 x 2 



M52 X 2 



Dxt 



G1 



G1± 



GU 
GJ 



G1 



Gli 



G1£ 



18 



23 



30 
36 



16 



20 



25 



32 



B11 



22 



28 



35 



42 



20 



25 



30 



38 



0-4 



32 



39 



49 
55 



32 



39 



49 



55 



<*e 



26 



33 



39 
46 



26 



33 



39 
46 



±0'2 



10 



10 



12 



12 



12 



14 



16 



18 



/i 
±02 



16 



18 



20 



22 



16 



18 



20 



22 



h 
±0-3 



35 



38 



45 



51 



37 



42 



49 



57 



±03 



42 



48 



54 



61 



42 



48 



54 



61 



«■* 



s 
M5 



27 
36 
41 



50 
27 



36 



41 



50 



Note — Stud end details shown in figure conform to type A of IS : 8805 ( Part I )-1978. Type B may be used 
if required, in which case the designation shall be, for example: 

Stud Tee Body L22 IS : 9725 ( Part I )-B 

♦Threads conforming to IS : 4218-1976 ■ ISO metric screw threads ', Class 6 g. 

fThreads conforming to IS : 2643-1975 ' Dimensions for pipe threads for fastening purposes \ 
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3. Material — Steel conforming to class 1A of IS : 1875-1978 ' Specification for carbon steel billets, 
blooms, slabs and bars for forgings ( fourth revision ) \ or any other steel as agreed to between the 
user and the manufacturer. 

4. Surface Protection — Male stud tee bodies shall be phosphated to class A2 of IS : 3618-1966 
'Specification for phosphate treatment of iron and steel for protection against corrosion \ unless 
otherwise agreed to between the user and the manufacturer. 

5. General Requirements 

5-1 These male stud tee bodies are intended for assembly in accordance with Type B of 
IS : 9767-1981 ' Specification for tee coupling assemblies for oil-hydraulic systems '. 

5-2 For details not covered in this standard, reference shall be made to IS: 8805 (Partl)-1978 
' General requirements for ferrule type couplings used in oil-hydraulic systems: Part I General '. 

6- Designation— A male stud tee body of light series L for outside diameter of tube 22 mm and 
conforming to this standard shall be designated as: 

Stud Tee Body L 22 IS : 9725 ( Part I ) 



EXPLANATORY NOTE 

This standard covers male stud tee bodies made from forgings only. The tee bodies made 
from bar stock are covered in IS : 9725 ( Part II )-1981 * Specification for male stud tee body ( stud 
branch ) for oil-hydraulic couplings: Part II Made from bar stock '. 

In 1he preparation of this standard assistance has been derived from the following 
standards: 

BS 4368: Specification for carbon and stainless steel compression couplings for tubes: 
Part 1 : 1972 Heavy series ( metric ) 
Part 3 : 1974 Light series ( metric ), British Standards Institution ( BSI ) 

DIN 3907: 1965 Non-soldered taper bush type pipe unions; T used as an adaptor with 
parallel thread on screwed-in end for use with union nut. Deutsches 
Institut fur Normung ( DIN ). 



Printed at Arcee Press, New Delhi 110055 



AMENDMENT NO. 1 MAY 2005 

TO 

IS 9725 (PART 1) : 1981 SPECIFICATION FOR 

MALE STUD TEE BODY (STUD BRANCH) FOR OIL-HYDRAULIC 

COUPLINGS 

PART1 MADE FROM FORGINGS 

( Page 2, Table 1 ) — Substitute the following figure for the existing: 



m/ ^ y ^ j 




( Page 1 , Table 1 , col heading, row I, col 5) — Substitute 7k' for W . 
( Page 1, Table 1 ) — Add the following column after column d±\ 



19 



24 



30 



36 



16 



20 



25 



(MGP17) 
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